
1. Insert the 3 set screws into the side of the filler plate.  Fig.1

2. Insert the two 6” bolts through top of filler plate.  Fig. 2

3. Thread the two bolts on to the support bracket. Fig. 3

4. Check the position of the 3 set screws to allow the cup to pass 
through the filler plate opening down to the support bracket. If they need 
to be adjusted out use a Phillips head screwdriver. 

5. Insert a 6” or 4 “ cup through the top of filler plate.

6. Adjust the cup height by equally tightening or loosening the two long 
bolts.    Fig 4

7. Adjust the 3 set screw to jut touch the cup. If the cup is straight all 3 
screws should be turned in the same amount. Fig 5

8. If the panel is on a slope the  the cup can be tilted up to 10 degrees by 
tightening on bolt more then the other.   Fig 6

9. Remove the entire cup accessory from the panel and tighten the 3 set 
screws until they just touch the cup. A tilted cup will have the set screws 
turned in different amounts.. You may need to check the fit a few times 
to get it just right. All you are trying to achieve is a firm fit. This will add 
great lateral stability to the cup when installed in the panel. Don’t force 
the cup in place, as you may not be able to get it out in the future.  Fig 7, 
Fig 8, Fig 9

10. Once the fit is achieved lightly sand and scratch the outside of the cup at 
the filler plate level in preparation of gluing.  Fig 10

11. Wipe the cup and plate clean and apply a thin bead of high temperature 
hot melt glue to the outside of cup to lock it on to the filler plate. We 
have found that industrial hot melt glue works fast and is very strong. Do 
Not us a low temperature craft hot glue. Fig 11

12. Insert the cup assembly into the panels as usual and install the deck 
washer.  Fig 12

13. This new assembly does not have as much float as the normal Tour Links 
cup. However more movement can be achieved by cutting the interior 
opening of the hole in the panels larger using a jig saw. Don’t remove too 
much material from the panel, about 1/4 to 1/2 inch  ring will be plenty. 
Some installers will permanently staple the assembly to the panel to 
achieve a more rigid cup but this will eliminate ALL float and is the  
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decision of the installer to do so. This technique could be used in a high 
wind environment to help stabilize a 7ft tall flag stick.  Fig 13

14. Install turf as usual. 
If the cups are used on high pile turf it may be necessary to adjust to the 
proper height after the turf has been installed and the cups cut. Simply 
lift back the turf and adjust the 2  long bolts to achieve the proper height. 
Make sure the setscrews are still resting against the outside of the cup for 
stability.

Creating the in ground sleeve for a full length cup  

1. Place the ICC panel in the proper location and carefully mark the hole 
location on the weed cloth. Remove the panel. Fig. 14 

2. Cut the weed mat and excavate the hole to the depth of the internal 
sleeve. We have found a small plastic bucket around 8” Diameter and 
about 8” deep works great. Fig. 15 

3. Cut some large holes in the bottom of the bucket to allow for drainage.  
Fig. 16 

4. Once the hole is cleaned out insert the bucket to ground level and replace 
the panel to check alignment .Be sure to excavate down about 3” deeper 
then the bucket. 

5. Remove the panel and bucket and pour about 3” of gravel in to the hole. 
Fig 17

6. Insert the bucket to earth level and backfill all around the bucket to secure 
in place. You may need to remove or add a bit of gravel to get to the 
proper height. Which is even with the ground level. Be sure to compact 
earth firmly around bucket and on top. 

7. Place a new piece of weed cloth over the bucket and spike in place. Fig 18

8. Cut a hole in the cloth using the inside of the bucket as a guide.

9. Replace the panel. Fig. 19

10. Install the Cup accessory when you are ready for cup installation.
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